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Product description
NowoClean StoneCleaner Extreme is a liquid cleaning concentrate based on effective biodegradable anionic and nonionic  
surfactants. The product is diluted with water.
 
Application
NowoClean StoneCleaner for universal use for both manual and mechanical cleaning. Used for cleaning mineral surfaces such as 
concrete blocks, tiles, plinths, driveways and terraces, as well as public spaces, streets, sidewalks, industrial floors, can also be used 
on wooden surfaces. Ensure that the surface is dry before applying the product. For general maintenance and cleaning, dilute with 
water at a ratio of 1:50. Coverage is 4-6 m² per litre in the 1:50 dilution. Can be used undiluted for heavy soiling. Clean with water 
and pressure washer, hose or broom. Do not use on fishing pools or similar areas.

Highlights and features
• Antibacterial
• Effectively removes dirt on mineral surfaces
• For both manual and mechanical cleaning
• Extends substrate life by providing a clean surface

NowoClean StoneCleaner Extreme

Remarks
Always perform a test on a small, inconspicuous area to ensure compatibility between the product and the surface. Do not use on 
fishing pools or similar areas.
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This Technical Data Sheet (TDS) has been compiled on the basis of our many years of experience and latest know-how in the field. 
It is the intention to support craftsmen in choosing the right materials and using them according to the regulations. The information 

contained in this TDS does not constitute a guarantee and does not exempt users from the responsibility to check the material 
and its suitability for the intended use. All new versions replace previous TDS versions. Last updated 10.10.2024.

Download the latest safety data sheet at
www.nowocoat.com for more information
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Working temperature: 5°C to 35°C with a maximum relative humidity of 85%

Packaging: 25 ltr./200 ltr./1000 ltr.

Cleaning: Rinse work tools with water

Consistency: Liquid aqueous all-purpose cleaner

Odour: Slightly soapy

PH: Approx. 8 diluted

Dilution: From concentrated to dilution 1:50 parts with water

User safety: Wear protective gloves and glasses during both application and Mixing

Environmental Precautions: Avoid allowing the product to enter drains, fish ponds, rainwater barrels or other aquatic 
environments. Waste must be collected and delivered to the municipal recycling center

Storage: Store frost-free and out of reach of children

Colour: Colourless

Technical data


