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COATING THE FUTURE

Product description
NowoCoat Coolingpaint Roof is a patented and innovative roof paint that reflects up to 90% of the sun’s
infrared rays and reduces the surface’s absorption of heat by as much as 20% by using microscopic
mirrors that is added to the pigments. NowoCoat Coolingpaint Roof both protects and beautifies the roof,
while at the same time being a green and sustainable alternative to a new roof.

Highlights & Features
•	 Reflects the rays of the sun and prevents the roof from getting too warm
• 	Slower degradation
• 	Super-optimised UV blocker that reduces the sun’s bleaching of the coating
• 	Less CO2 consumption for cooling
• 	Tried and tested according to international standards by a Danish accredited institute
• 	MADE IN DENMARK

Based on the best available techniques
NowoCoat Coolingpaint Roof is based on HybridTechnology-System™ (a combination of water-based alkyd and acrylates) and added 
fungicidal and algae-inhibiting additive with SlowRelease-Protection™, ensuring that the additive only activates in humid weather. In 
addition, a special longlasting UV blocker has been added.  

Recommendation
Important: Remember to stir NowoCoat Coolingpaint Roof thoroughly and always start by painting a small test area to ensure that 
the product is compatible with the surface that is to be treated. 

NowoCoat Coolingpaint

Page 1/2



NOWOCOAT INDUSTRIAL A/S • CVR: 25067282 • Staalvej 3 • DK-6000 Kolding • T: +45 75 50 11 11 • E: mail@nowocoat.dk

COATING THE FUTURE

This Technical Data Sheet (TDS) has been compiled on the basis of our many years of experience and latest know-how in the field. It
is the intention to support craftsmen in choosing the right materials and using them according to the regulations. The information

contained in this TDS does not constitute a guarantee and does not exempt users from the responsibility to check the material and its
suitability for the intended use. All new versions replace previous TDS versions. Last updated 04.10.2024
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Download the latest safety data sheet at
www.nowocoat.com for more information

Colour: Black, Anthracite dark, Tile red, Dark brown, Anthracite, Red brown.

Drying time: At 20° C and a relative humidity of 60%, Coolingpaint Roof is dry enough for retreatment
after approx. two hours, depending on the surface’s absorbency and the applied layer thickness.

Coverage: 4-5 m2 per litre depending on the surface’s absorbency and the applied layer thickness.

Application: Brush, paint roller or airless spray equipment.

Dilution: Water

Cleaning: Water and soap.

Gloss: 15

Time until it is dry enough 
for retreatment:

After approx. two hours (at 20° C / 65% Rh).

Packaging: 20 and 100 L.

Durability: 24 months in original unbroken packaging.

Storage: Dry, frost-free and inaccessible to children.
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