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COATING THE FUTURE

Product description
NowoProtect Dry Wood WB is a unique water-based product based on siloxane and nano-active substances for the care and main-
tenance of wood surfaces. NowoProtect Dry Wood WB is based on state-of-the-art nanotechnology, and penetrates deep into and 
actively connects to the surface, making it resistant to biological constraints. NowoProtect Dry Wood WB can be used on both new 
and old materials. It refreshes the surface and brings out its original finish. It effectively prevents moisture and water ingress into 
the treated surface. Resistant to cleaning and washing. 

Application
It cleans the surface thoroughly using water rinsing and mechanically or manually with a stiff brush or with a high-pressure cleaner. 
Surfaces with discolouration, and fouling of algae and moss is treated before and after cleaning with NowoClean Mineral Cleaner 
and finally rinsed thoroughly using clean water. The same goes for heavily soiled surfaces. When the surface is visible and noticeably 
dry, it should be ready for treatment after about 1 day, depending on the weather, wind and temperature. NowoProtect Dry Wood 
WB is applied to the new or cleaned and dry surface in reasonable quantities with a wide brush, or best with a low-pressure spray 
(maximum 10 bar) or similar. Approximately 1 litre of NowoProtect Dry Wood WB should be applied per 3-5 square metres, depend-
ing on the surface’s age, nature and absorbency. One application is enough for normal surfaces. However, if an extra application is 
needed, it must be done within a maximum of 1 hour of the first application (i.e. wet in wet). Otherwise, the surface would form a 
barrier that would obstruct the extra application.

Recommendation
Always apply a sample on a small test area to ensure the agreement and compatibility of the product and surface. Also, remember 
that the product must not be applied to glass and windows of any kind, as this may cause glass matting.
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This Technical Data Sheet (TDS) has been compiled on the basis of our many years of experience and latest know-how in the field. It 
is the intention to support craftsmen in choosing the right materials and using them according to the regulations. The information 

contained in this TDS does not constitute a guarantee and does not exempt users from the responsibility to check the material and its 
suitability for the intended use. All new versions replace previous TDS versions. Last updated 01.10.2024

Download the latest safety data sheet at  
www.nowocoat.com for more information

Color: Colourless after application

Drying time: Approx. 1-2 hours at 20°C. (60% relative humidity) Transportation should not take place until after  
approximately 6 hours, and traffic only after a minimum of 24 hours. Fully cured after 3-4 days at 20°C.

Yield: 1 L per 3-5 m2 surface.

Application: Brush, long-vented paint roller or low-pressure sprayer

Dilution: Supplied ready for use and must be used undiluted

Cleaning: Tools etc. are thoroughly cleaned with water.

Packaging: 25 Ltr.

Storage: Dry, frost-free and inaccessible to children

Shelf life: 24 months in original unbroken packaging
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